
MyKOONN CUSTOMIZER – QUICK START GUIDE 
 
First of all, upload your design to Shapeways and check if it passes the automatic 
checks for their Strong & Flexible material. If not, it won’t be accepted for production 
later on.  
 
To import your base model into Fusion 360, click the Insert → Insert Mesh toolbar 
item and select the .stl or .obj file on your computer. 
 

 
 
Make sure your design is centered and upright by clicking the ‘Flip up direction’, 
‘Center’ and ‘Move to Ground’ buttons. The ‘Unit type’ should be set to Millimeters. 
 

 
Model when first imported 
 
Click ‘OK’ and your base model should be ready to use. 
 
 
At the moment, the MYKOONN Plugin supports two types of text: flat and cylindrical. 
Depending on the shape of your model you can choose which suits your design best. 
 

 
 



We will start with the most common situation: you want to wrap text around a 
cylinder. To do this, we first have to create a cylinder object. The position and radius 
of the cylinder will determine where the text will be placed. 
 
To create a cylinder, select it from the ‘create’ menu. Next, Fusion will give you an 
option to select the plane (i.e. orientation) of the cylinder. Select the bottom (XY) 
plane. 
 

  
 
 
Now draw a circle as the base for the cylinder. Click once to select the center and 
again to specify the radius. 
 

 
 
 
Important: make sure that the radius of the cylinder is slightly 
smaller than the radius of your object. If it’s not, the text might be 
floating in the air and fall off when 3D printing your model! 
 
 
The final step is to specify the height of the cylinder. The height does not matter for 
the end result, since we will specify our text size independently. It does help you to 
select the cylinder in the plugin, so give it a reasonable height like 10mm.  
  



The process to create flat text is quite similar to creating cylindrical text. But, instead 
of a cylinder as a base object, we will use a box and select one of its sides to place 
text on. 
 
When you have your base model imported, select the ‘Box’ option in the ‘Create’ 
toolbar button.  
 

 
 
Select a plane to place the box on. In most cases, the ground plane is fine. 
 
Define a rectangle as the base for the box, by clicking once for the top left corner, 
and once for the bottom right corner.  
 
Specify the height of the box. The height of the box is not relevant for the size or 
position of the customizable text. 
 

 



Now you are ready to start the MYKOONN Plugin.  
 
Click the ‘MYKOONN’ icon in the menu bar. It should be next to the ‘Add-Ins’ button. 
 

 
 
First, select your imported model as your base model. Then, click the ‘select’ button 
next to ‘Text Elements’ and select the outer side of the cylinder or one side of the 
box. 
 
Note: make sure you select the cylindrical face on the side of the cylinder, not 
the top or bottom parts. 
 

 
 
You are presented with a number of options for customization. In most cases, it is 
enough to select a ‘Preset’ in the first drop-down box. We have made two presets: 
‘name’ and ‘date’ which you can use.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
   
     Recommended values: 
 
 
 



Preset Select a preset to fill in pre-defined values in for the options below. 
This allows you to quickly select the most common settings. 

Title The title that will be shown in the customizer. 

Default Text The default text that will be filled into the text field and shown to the 
user. 

Max. Text 
Length 

The maximum amount of text characters the user is allowed to fill 
in. Make sure that you check how many characters you can fill in 
before the text wraps around the whole cylinder and starts 
intersecting itself. 

Font Size The font size of the text, in millimeters. 

Thickness The amount the text expands from the cylinder, in millimeters. 

Horizontal 
Align 

Default: left. You can select either ‘left’, ‘center’ or ‘right’. This 
works like it does in a text editor. 

Vertical Align Default: bottom. Text is normally aligned to the bottom of the 
cylinder. You can also center the text or align the top of the text to 
the bottom of the cylinder. 

Position on 
Cylinder 

Control where on the cylinder the text starts. A number between 0-
1. 0 means the text starts at the x-axis (the red line). 0.5 means it 
will start at the opposite end. 

Preview 
Thickness 
(slow) 

Generates a preview of the text with thickness, as it would be 
shown to the end user. This is an experimental feature and might 
not always work.  

 
 
The most relevant are ‘Title’ and ‘Default Text’. These are the ones the user will see 
when they interact with your customizer. Make sure you use descriptive values for 
these options.  

 
 
When you are ready changing the settings you can preview the result directly in a 
browser by clicking on the ‘Export/Preview’ button. A browser window will open 
where you will see your design and you can test if it works by changing the test 
field(s) on the left. 
 
Note: take a moment to check if the text touches your base model and is not 
floating in the air, and is not intersecting the screw thread. 
 
 
When you are happy with the customizer result, copy the URL from the online 
customizer to the MYKOONN designer page to submit your design for review. 


